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TABLE 4.a Efficiency measurement conditions  

Test Vac [V] Freq [Hz] Tamb [°C] Vdc [V] 

A1 230.0 50.00 25.0 420.0 

A2 230.0 50.00 25.0 480.0 

A3 230.0 50.00 25.0 620.0 

A4 230.0 50.00 25.0 800.0 

A5 230.0 50.00 25.0 900.0 

 

TABLE 4.b test results for TRIO-TM-50.0-400(*) 

Test A1 A2 A3 A4 A5 

Max Efficiency (Eff_peak) 97.46 97.61 98.42 97.97 97.75 

 

TABLE 4.c test results for TRIO-TM-60.0-480(*) 

Test A1 A2 A3 A4 A5 

Max Efficiency (Eff_peak) 97.66 97.80 98.61 98.49 98.24 

 
NOTE (*): Test performed on the most complex version 
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TABLE 5A: TEST RESULTS FOR TRIO-TM-50.0-
400 

 

Test A1  

P/Pn [%W] Pin_Tot Efficiency [%] 

 

85.3 43880.0 97.171 

74.9 38504.3 97.294 

50.0 25629.6 97.462 

25.0 12823.2 97.396 

9.9 5129.1 96.573 

4.9 2569.4 95.339 

Test A2  

P/Pn [%W] Pin_Tot Efficiency [%] 

 

100.0 51410.0 97.238 

74.9 38421.0 97.496 

49.9 25569.9 97.612 

25.0 12794.3 97.590 

9.9 5123.3 96.759 

5.0 2595.2 95.572 

Test A3  

P/Pn [%W] Pin_Tot Efficiency [%] 

 

99.9 50886.9 98.179 

75.0 38130.0 98.320 

50.0 25410.0 98.423 

25.0 12725.4 98.313 

10.0 5141.1 97.388 

4.9 2575.9 96.065 
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Test A4  

P/Pn [%W] Pin_Tot Efficiency [%] 

 

99.9 51096.6 97.786 

74.9 38270.1 97.916 

49.9 25489.4 97.975 

24.9 12773.1 97.580 

9.9 5196.1 95.604 

4.9 2678.8 92.157 

Test A5  

P/Pn [%W] Pin_Tot Efficiency [%] 

 

75.1 38428.6 97.748 

75.1 38428.6 97.748 

50.0 25578.8 97.742 

25.0 12865.2 97.243 

10.0 5289.8 94.543 

5.0 2771.6 89.997 
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TABLE 5B: TEST RESULTS FOR TRIO-TM-60.0-
480 

 

Test A1  

P/Pn [%W] Pin_Tot Efficiency [%] 

 

83.7 51555.6 97.420 

75.0 46151.6 97.485 

50.0 30703.8 97.657 

25.0 15386.6 97.592 

10.0 6189.0 96.732 

4.9 3107.5 95.268 

Test A2  

P/Pn [%W] Pin_Tot Efficiency [%] 

 

100.1 61677.3 97.367 

75.0 46063.2 97.697 

50.0 30659.4 97.803 

25.0 15338.4 97.777 

10.0 6171.7 96.897 

4.9 3108.9 95.474 

Test A3  

P/Pn [%W] Pin_Tot Efficiency [%] 

 

99.9 60918.0 98.432 

75.0 45640.9 98.559 

50.0 30436.5 98.614 

25.0 15239.1 98.508 

10.0 6144.1 97.621 

5.0 3137.6 96.261 
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Test A4  

P/Pn [%W] Pin_Tot Efficiency [%] 

 

100.0 61006.2 98.303 

75.0 45704.5 98.426 

50.0 30484.0 98.491 

24.9 15220.6 98.273 

10.0 6182.7 97.023 

5.0 3134.2 94.764 

Test A5  

P/Pn [%W] Pin_Tot Efficiency [%] 

 

50.1 30613.1 98.242 

50.1 30613.1 98.242 

50.1 30613.1 98.242 

25.0 15339.1 97.876 

10.0 6271.4 95.998 

5.0 3236.3 92.549 

 
 

Devices above listed are also compliant to the IEC 61683:1999 and CEI EN 61683:2010 requirements. 
These standards are completely the same of EN 61683:2000 without any additional requirements. 
  


